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Seat No.: __________                                                 Enrolment No._____________ 
   

GUJARAT TECHNOLOGICAL UNIVERSITY 
Diploma Engineering Semester –V Examination Dec’11- Jan’12 

 

Subject code: 351902/2351902                       Date: 22/12/2011 

Subject Name: Design of Machine element 

Time:  10.30 am – 01.00 pm                                      Total Marks: 70 
 

Instructions: 

1. Attempt all questions.  

2. Make suitable assumptions wherever necessary. 

3. Figures to the right indicate full marks. 

4. English version is considered Authentic. 
 

Q.1 (a) (i) With the help of diagram describe the designing procedure for 

machine element 

(ii) Define (1) Compressive stress (2) Tensile stress (3) Shear stress 

(4) Bending stress. 

07 

 (b) Describe in short 

(i) Adaptive design              (iv)       Factor of Safety  

(ii) Developed design            (iv)      Elasticity  

(iii) New design 

07 

Q.2    

 (a) Two rods connected by Knuckle joint to sustain a maximum load of 

40 KN. Design rod diameter, Knuckle pin diameter and thickness of 

Single eye end. Design stresses are [σt] = 65 N/mm
2
, [τ] = 50 

N/mm
2
, [σc] = 120 N/mm

2
. 

07 

 (b) Two 6 mm thick MS plate are joined by double riveted lap joint. 

Determine diameter of rivet and pitch. Take [σt] = 50 N/mm
2
, [τ] = 

40 N/mm
2
, [σcr] = 90 N/mm

2
. 

07 

  OR  

 (b) State the application of Preferred number and standardize 6 speed 

between 250 rpm to 1400 rpm 

07 

Q.3    

 (a) Design fulcrum pin and lever cross section of Bell crank lever for 

taking vertical load of 5000N acting on long arm. Arms length of 

lever are 500 mm and 125 mm. stresses [σt] = 80 N/mm
2
, [Pb] = 12 

N/mm
2
, [τ] = 40 N/mm

2
, L/dp for pin =1.25, assume h/t = 4 for lever 

cross section (Neglect pin bending). 

07 

 (b) A closed coil compression helical spring is design for load of 700 N. 

The axial compression of spring is 25 mm and spring index is 8. If 

shear stress for spring is 325 N/mm
2
 and G=84 KN/mm

2
 find. 

(i) Spring wire diameter (ii) Number of active coils (iii) stiffness of 

spring. 

07 

  OR  

Q.3 (a) A semi elliptical spring 900 mm long and 60 mm wide is held 

togather at the centre by band 50 mm wide. The thickness of each 

leaf is 6 mm. Find the number of leaves to carry a central load of 6 

KN. Assume working stress of 500 Mpa.  

If two of these leaves are of full length then find deflection of spring. 

Take E= 2 × 10
5
 MPa. 

07 

 (b) Describe the designing procedure for flange coupling 07 
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Q.4    

 (a) Define eccentric loading. The frame of a ‘C’ Clamp has rectangular 

section of 60 mm × 20 mm. A maximum clamping load of 20 KN is 

acting at a distance of 60 mm from the inner edge of the frame. Find 

the maximum and minimum stresses induced in the frame section. 

07 

 (b) (1)     List the application of pressure vessels. 

(2)     Describe Lame’s theory in short for thick cylinder. 

07 

  OR  

Q. 4 (a) The cover of steam engine cylinder is fitted by means of 12 bolts 

using soft copper gasket. The initial tightening load on each bolt is 

12 KN. The internal diameter of cylinder is 400 mm and maximum 

steam pressure is 2MPa. If the allowable tensile stress for bolt 

material is 46 MPa. Find the size of bolt. Take over all stiffness co-

efficient K=0.50 

07 

 (b) A cylindrical vessel has external diameter of 500 mm. The 

maximum internal pressure is 2 MPa. Thickness of vessel is 20 mm. 

Find Hoop stress, Longitudinal stress and maximum shear stress. 

Also state type of vessel as per D/t ratio. 

07 

Q.5    

 (a) (1)    State common material used for bearing. 

(2)    Write advantages and disadvantages of anti friction bearing. 

07 

 (b) (1)    Give the advantages of standardization. 

(2)    State any four uses of riveted joins. 

07 

  OR  

Q.5 (a) State factors to be considered in selection of anti friction bearing. 07 

 (b) Explain different types of keys used in engineering with the help of 

neat sketch. 

07 

 

************ 
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5|`Gv!5|`Gv!5|`Gv!5|`Gv!    V (i) જ�ર� આ�િત સાથે મશીનના ભાગની �ડઝાઇન પ�ધિતના પગથીયા ંૃ

વણ વો. 

(ii) #યા$યા આપો (1) કો&'ેસીવ ()સ * (2) ટ*,સાઇલ ()સ*  (3) શીયર ()સ*  

(4) બે,ડ/ગ ()સ* . 

07 

 A 0ંકમાંૂ  સમ2વો. 

(i) એડ4ટ�વ �ડઝાઇન             (iv)       5ર6ાુ  8ણાકંુ  

(ii) ડવલ4ડ*  �ડઝાઇન              (v)       9(થિત(થપકતા  

(iii) નવી �ડઝાઇન 

07 

    

5|`GvZ5|`GvZ5|`GvZ5|`GvZ    V નકલ જોઇ,ટ :ારા જોડવામા ં આવતા રોડ મહ<મ 40 KN નો ભાર 

સહન કર છે* . રોડનો #યાસ, નકલ પીનનો #યાસ અને સ/ગલ આઇ 

એ,ડની 2ડાઇની �ડઝાઇન કરો. જોઇ,ટના બધા ભાગો માટ * [σt] = 65 

N/mm
2
, [τ] = 50 N/mm

2
, [σc] = 120 N/mm

2
. 

07 

 A બે 6 mm 2ડ� MS 4લેટ ડબલ �રવેટડ લેપ જોઇ,ટ વડ જોડવાની છે* * . 

�રવેટનો ડાયામીટર અને પીચ શોધો. [σt] = 50 N/mm
2
, [τ] = 40 N/mm

2
, 

[σcr] = 90 N/mm
2
. 

07 

  VYJFVYJFVYJFVYJF  

 A 'ીફડ  નબંરનો ઉપયોગ જણાવી 250 rpm થી 1400 rpm વHચેની 6 

ગિત 'માIણત કરો. 

07 

5|`Gv#5|`Gv#5|`Gv#5|`Gv#       

 V લાબંા છેડા પર 5000 N નો ઉ�વભઁાર ઉચકવા માટ વપરાતા બેલ Kક * L

લીવર માટ ફલKમપીન તથા લીવરના આડછેદની �ડઝાઇન*  કરો. 

આ&સનઁી લબંાઇ 500 mm અને 125 mm છે. ()સીસ*   [σt] = 80 N/mm
2
, 

[Pb] = 12 N/mm
2
, [τ] = 40 N/mm

2
,  પીન માટ * L/dp =1.25 અને 

લીવરના આડછેદ માટ * h/t = 4 ધારો (પીનN ં ુબે,ડ/ગ અવગણો). 

07 

 A એક Oલોઝડ કોઇલ કો&'ેશન હલીકલ ('/ગની * 700 N લોડ માટ *

�ડઝાઇન કરવાની છે. ('/ગN ં અ6ીય કો&'ેશન ુ 25 mm અને ('/ગ 

ઇ,ડ6 * 8 છે. જો ('/ગ મટ�ર�યલ માટ મા,ય શીયર ()સ * * 325 N/mm
2 

અને G=84 KN/mm
2 હોય તો નીચેની િવગત શોધો. 

(i) ('/ગ વાયર ડાયમીટર (ii) એકટ�વ કોઇલની સ$ંયા (iii) ('/ગનો 

S(ટફનેશ. 

07 

  VYJFVYJFVYJFVYJF  

5|`Gv#5|`Gv#5|`Gv#5|`Gv#       

 V એક સેમી ઇલી4ટ�કલ Iલફ ('/ગ 900 mm લાબંી અને 60 mm પહોળ� 

છે. તેને 50 mm પહોળા સે,)લ બે,ડ વડ પકડલી છે* * . દરક લીફની *

2ડાઇ 6 mm છે. તો 6 KN નો સે,)લ લોડ લેવા જ�ર� Iલ#ઝની સ$ંયા 

શોધો. વ�કVગ ()સ * 500 MPa ધારો. 

07 



 4 

જો આમાનંા બે Iલ#ઝ Wલ લે,થવાળા હોય તો ('/ગN ં�ડફલેOશન શોધોુ . 

E= 2 × 10
5
 MPa લો. 

 A ફલે,જ કપલ/ગ માટની �ડઝાઇન/ગ પ�ધિત વણ વો* . 07 

5|`Gv$5|`Gv$5|`Gv$5|`Gv$       

 V એસે,)�ક લોડ/ગની #યા$યા આપો. એક ‘C’ Oલે&પN ંસેOશનુ  60 mm × 

20 mm લબંચોરસાકાર છે. 20 KN નો મહ<મ Oલે&પ/ગ લોડ Yમની *

Zદરની ધાર થી  60 mm ના Zતર લાગે છે* . તો Yમના સેકશનમા ં*

ઉ[પન થતો મહ<મ અને ,\ન<મ ()સ શોધોુ * . 

07 

 A (1)     'ેસર વેસલના ઉપયોગો જણાવો. 

(2)     થીક સીલ/ડર માટ લામીની થીયર� 0ંકમા ંસમ2વો* ૂ . 

07 

     VYJFVYJFVYJFVYJF  

5|`Gv$5|`Gv$5|`Gv$5|`Gv$       

 V એક S(ટમ એ],જન િસIલ,ડરN ં કવર સો^ટ કોપર ગા(કટ વડ ુ * * 12 

બો_ટની મદદથી જોડાયે` ંછેુ . દરક બો_ટ પર * 12 KN aટ` ઇનીશીયલ ુ

ટાઇટન/ગ લોડ લાગે છે. િસIલ,ડરનો Zદરનો #યાસ 400 mm છે. અને 

(ટ�મN ું મહ<મ દબાણ 2 MPa છે. જો બો_ટ મ�ટ�રયલ માટ મા,ય *

ટ,સાઇલ ()* *સ 46 MPa હોય તો બો_ટની સાઇઝ શોધો. ઓવરઓલ 

(ટ�^નેશ કો એફ�સીય,ટ K=0.5 લો. 

07 

 A એક નળાકર વેસલનો બહારનો #યાસ 500 mm છે a 2 MPa dત�રક 

દબાણ સહન કર છે* . વેસલની 2ડાઇ 20 mm હોયતો પર�ઘીય ()સ* , 

અNલબંીય ()સ અને ુ * મહ<મ શીયર ()સ શોધો* . તથા D/t 8ણોુ <રના 

આધાર તેની ટાઇપ જણાવો* . 

07 

5|`Gv55|`Gv55|`Gv55|`Gv5       

 V (1)     બેર/ગમા ંવપરતા મ�ટ�રયલ જણાવો. 

(2)     એ,ટ� Y�કશન બેર/ગના ફાયદા અને ગેર ફાયદા જણાવો. 

07 

 A (1)     (ટા,ડાડા ઇઝેશનના ફાયદા જણાવો. 

(2)     ર�વેટ જોઇ,ટના કોઇ પણ ચાર ઉપયોગ જણાવો. 

07 

  VYJFVYJFVYJFVYJF  

5|`5|`5|`5|`Gv5Gv5Gv5Gv5       

 V એ,ટ� Y�કશન બેર/ગની પસદંગીમા ં�યાનમા ંલેવાતા fgા જણાવોુ . 07 

 A એ,hનીયર/ગમા ંઉપયોગમા ંલેવાતી iદા iદા 'કારની ચાવીઓ ુ ુ (ક�) 

આ�તી સાથે જણાવોૃ . 

07 

 

************ 

 


