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Seat No.: __________                                                Enrolment No._____________ 
   

GUJARAT TECHNOLOGICAL UNIVERSITY 
Diploma Engineering Semester –VI Examination Dec. - 2011 

 

Subject code: 360504                              Date: 08/12/2011 

Subject Name: Chemical Process Equipment Design                                                                            

Time:  02.30 pm – 05.00 pm                                    Total Marks: 70 
 

Instructions: 

1. Attempt all questions.  

2. Make suitable assumptions wherever necessary. 

3. Figures to the right indicate full marks. 

4. English version is considered Authentic. 
 

Q.1 (a) (1) Define Ultimate Stress, Elasticity, Yield Stress and Fatigue.  

(2) Explain Internal Pressure and Design Pressure.                       

 

04 

03 

 

 (b) Describe the following Theories of Failure: 

(1) The Maximum Normal Stress Theory (Rankine Theory) 

(2) The Maximum Shear Stress Theory (Guest Theory) 

(3) The Maximum Strain Theory (Saint-Venant’s Theory) 

 

07 

Q.2 (a) The Hydrogenation reaction is carried out in a pressure vessel 

having a cylindrical shell. The internal pressure of shell is 0.30 

N/mm
2
 and shell internal diameter is 1.2 m. The material of 

construction of pressure vessel shell is stainless steel (0.5 Cr 18 Ni 

11 Mo 3).  

Calculate the thickness of shell using following data: 

Permissible stress at 150 
o
C is 130 N/mm

2
. 

Joint Efficiency is 0.85. 

Weight of vessel with content = 32000 N 

Torque due to offset piping = 500 N m 

 

07 

 (b) Describe various Operating Conditions for pressure vessels. 07 

  OR  

 (b) Draw various formed heads for a pressure vessel and explain their 

selection criteria. 

 

07 

Q.3 (a) Calculate the thickness of shell and thickness of Jacket for a reaction 

vessel subjected to internal pressure using following data: 

Vessel shell internal diameter                     2.130 m 

Jacket internal diameter                              2.260 m 

Jacket Length                                              2.5 m 

Diameter of half coil                                  100 mm 

Internal pressure (Shell)                             0.55 N/mm
2
 

Internal pressure (Jacket)                           0.35 N/mm
2
 

Temperature                                               150 
o
C 

Material – open hearth steel (IS- 200 
o
C) 

Allowable stress                                        98 N/mm
2
 

Joint efficiency                                          0.85 

 

 

07 

 (b) Discuss about heating systems in case of Reaction Vessel. 07 
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  OR 

 
 

Q.3 (a) Describe the classification of stainless steels according to 

microstructure. 
07 

 (b) Describe different types of Linings for chemical plants and 

equipments. 
07 

    

Q.4 (a) List out the main components of shell and tube heat exchangers and 

draw & explain briefly Baffles and Tube sheet layout. 

 

07 

 (b) (1) Explain about codes used for heat exchangers.                           

(2) Explain shell side passes for shell & tube heat exchanger  with   

      figure.                                                                                               

 

03 

04 

    

  OR 

 

 

Q. 4 (a) Find out thickness of base plate for a bracket support for a vertical 

cylindrical vessel using following data: 

Diameter of vessel                                                        1.5 m 

Height of vessel                                                            2.0 m 

Clearance from vessel bottom of foundation               1.0 m 

Weight of vessel with contents                                    40,000 N 

Wind pressure                                                              1285 N/m
2
 

Number of brackets                                                      4 

Diameter of anchor bolts circle                                    1.65 m 

Height of bracket from foundation                               2.25 m 

Permissible stresses for structural steel (IS-800) 

                                                         Tension              140 N/mm
2
 

                                                         Compression      123.3 N/mm
2
 

                                                         Bending              157.5 N/mm
2
 

Permissible bearing pressure for concrete                  3.5 N/mm
2
 

Coefficient depending on the shape factor, k             0.7 

Plate size                                                                    150 x 150 mm 

Take a = 140 mm and B = 150 mm 

 

07 

 (b) Draw and explain saddle support for a horizontal cylindrical vessel. 07 

    

Q.5 (a) Draw and explain various shapes of Turbine Agitators. 

 
07 

 (b) Discuss types of packing and liquid distributors with figure in case 

of distillation column. 

 

07 

  OR 

 

 

Q.5 (a) Write down the various power requirements for agitation and 

explain power absorbed by the agitator. 

 

07 

 (b) Write down steps of stresses due to dead loads and stresses due to 

wind load in case of determination of shell thickness at different 

height for distillation column. 

07 

 

************
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��-1  (અ)  (૧) અ�ટ�મેટ ��સ� , ઈલા�ટ�સીટ�, યી�ડ ��સ અને �ટ�ગ   સમ�વો� . 

(૨) ઈ�ટરનલ  ેશર અને ડ�ઝાઈન  ેશર સમ�વો.     

          

�� 

0	 

 (બ)        નીચેની િન&ફળતાની થીયેર� વણૅવો. 

(૧) મહ.મ ��સ થીયેર� � (ર�ક�ન થીયેર�� ) 

(ર) મહ.મ શીયર ���સ થીયેર� (ગે�ટ થીયેર�) 

(૩) મહ.મ ��ઈન થીયેર� � (સેઈ�ટ-વેન�ટની થીયેર�) 

�
 

    

��-2  (અ)    એક  ેશર વેશલ મા ં હાઈ4રો5નેશનની  ક�યા થાય છે 7નો શેલ  

નળાકાર છે. શેલ8 ઈ�ટરનલ  ેશર ુ ૦.૩૦ �;ટનુ /(મીલીમીટર)૨ 

અને શેલનો ઈ�ટરનલ =યાસ ૧.૨ મીટર છે.  ેશર વેશલ શેલના 

બનાવટની સામ>ી  �ટઈનલેશ �ટ�લ � (૦.૫ @ોમીયમ ૧૮ નીકલ ૧૧ 

મોલીBલેડમ ૩) છે. 

નળાકાર  ેશર વેશલ શેલની થીCનેસ નીચેની માહ�તીનો ઉપયોગ 

કર�ને શોધો. 

પરમીશીબલ ��સ�  ૧૫૦ ડ�>ીસે�ટ�>ેડ તાપમાને ૧૩૦ 

�;ટનુ /(મીલીમીટર)૨ અને જોઈ�ટ એફ�સીય�સી ૦.૮૫ છે. 

�
 

  મટ�ર�યલ સાથે વેશલ8 ુવજન  =  ૩૨,૦૦૦  �;ટનુ  

ઓફસેટ પાઈિપJગ ને કારણે ટોકK = ૫૦૦ �;ટનુ - મીટર    

 

     

 (બ)   ેશર વેશલ માટની ઓપરટLગ કંડ�શન વણૅવો� � . 

�
�� 

�
 

 (બ)    ેશર વેશલ માટ બનતા િવભીN હડની આPિત દોરો અને તેને પસદં � � ૃ

કરવા માટના માપદંડ વણૅવો� . 

 

    

��-3   (અ)     ક�યા વેશલની શેલ થીCનેસ અને 7કટ થીCનેસ ઈ�ટરનલ  ેશર �

માટ નીચેની માહ�તીનો ઉપયોગ કર�ને શોધો� . 

વેશલની શેલનો ઈ�ટરનલ =યાસ     = ૨.૧૩૦ મીટર 

7કટનો ઈ�ટરનલ =યાસ �              = ૨.૨૬૦ મીટર 

7કટની લબંાઈ      �                   =૨.૫ મીટર 

અડધી કોઈલ નો =યાસ               = ૧૦૦ મીલીમીટર 

શેલ8 ઈ�ટરનલ  ેશર ુ                = ૦.૫૫ �;ટનુ /(મીલીમીટર)૨  

7કટ8 ઈ�ટરનલ  ેશર � ુ               = ૦.૩૫ �;ટનુ /(મીલીમીટર)૨  

તાપમાન                              = ૧૫૦ ડ�>ીસે�ટ�>ેડ 

�
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મટ�ર�યલ – ઓપન હથૅ �ટ�લ (આઈએસ – ૨૦૦ ડ�>ીસે�ટ�>ેડ) 

એલાઉએબલ ��સ �                   = ૯૮ �;ટનુ /(મીલીમીટર)૨  

જોઈ�ટ એફ�સીય�સી                 = ૦.૮૫ 

 

 (બ)   ક�યા વેશલ માટ હ�ટLગ સી�ટમ િવષે સમ�વો� .  �
 

  �
��  

��-3     (અ)  માઈ@ો�Wકચરને આધાર �ટઈનલેશ �ટ�લ8 વXગYકરણ વણૅવો� � ુ . �
 

 (બ) કમીકલ�  Zલા�ટ અને સાધનોમા ંવપરાતા [દ�ુ -[દ� �તના લાઈનLગ ુ

વણૅવો.  

�
 

    

��-4    (અ)  શેલ અને ટ\બ હ�ટ એCસચે�જરના ]^ય ભાગો લખો તથા બેફલ ુ ુ

અને ટ\બ શીટ લેુ -આઉટ િવષે આ`િત સaહત સમૃ �વો.   

�
 

 (બ) (૧) હ�ટ એCસચે�જર માટ ઉપયોગમા ંઆવતા કોડ િવષે સમ�વો� . 

(૨) શેલ અને ટ\બ હ�ટ એCસચે�જરમા ંશેલ બા[ ના પાસીસ આ`િત  ુ ુ ૃ

     સaહત સમ�વો.   

�	 

0� 

  �
��  

��-4    (અ) ઉભા નળાકાર વેશલના bેકટ સપોટcની બેઝ Zલેટની થીCનેસ નીચેની �

માહ�તીનો ઉપયોગ કર�ને શોધો. 

વેશલનો =યાસ                        = ૧.૫ મીટર 

વેશલની dચાઈ                        = ૨.૦ મીટર 

વેશલ બોટમ ફાઉ�ડશનથી Cલીયર�સ � = ૧.૦ મીટર 

મટ�ર�યલ સાથે વેશલ8 ુવજન        = ૪૦,૦૦૦ �;ટનુ  

હવા8  ેશર                           ુ = ૧૨૮૫ �;ટનુ /મીટર૨ 

bેકટ નગં                              � = ૪ 

fકર બો�ટ વgKળનો =યાસ            ુ = ૧.૬૫ મીટર 

ફાઉ�ડશનથી bેકટની dચાઈ � �           = ૨.૨૫ મીટર 

��Cચરલ �ટ�લ (આઈએસ – ૮૦૦) માટ પરમીશીબલ ��સ� �     

                          ટ�શન     � = ૧૪૦ �;ટનુ /(મીલીમીટર)૨  

                          કોh ેશન  = ૧૨૩.૩�;ટનુ /(મીલીમીટર)૨  

                          બે�ડLગ    = ૧૫૭.૫ �;ટનુ /(મીલીમીટર)૨  

કj@�ટ માટ પરમીશીબલ બીઅરLગ  ેશર� =૩.૫ �;ટનુ /(મીલીમીટર)૨
  

કો-એફ�શીય�ટ ડ�પે�ડLગ ઓન શેપ ફCટર� ,k = ૦.૭ 

a = ૧૪૦ મીલીમીટર, B = ૧૫૦ મીલીમીટર 

 

�
 

 (બ) આડા નળાકાર વેશલ માટ ઉપયોગમા આવતા સેડલ સપોટcની � �
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આ`િત દોરો અને વણૅવોૃ . 

    

��-5     (અ)  ટબાKઈન એ5ટટરના િવભીN આકારની આ`િત દોરો અને વણૅવો� ૃ . �
 

 (બ)  ડ��ટ�લેશન કોલમ માટ પેકLગના  કાર અને લીCવીડ ડ����� B;ટર ુ

આ`િત સaહત સમ�વોૃ .    

�
 

  �
��  

��-5      (અ)  એ5ટશન�  માટ િવભીN જmર� પાવર લખો અને એ5ટટર nારા � �

શોષાતા પાવર િવષે સમ�વો.    

�
 

 (બ)  ડ��ટ�લેશન કોલમમા ંશેલની થીCનેશ [દ�ુ -[દ� ઊચાઈંએ શોધવા ુ

માટ ડડ લોડ ને કારણે ��સ અને િવ�ડ� � �  લોડ ને કારણે ��સ શોધવા �

માટના પગલા લખો� . 

�
 

 

************ 

 


