
1/2 

Seat No.: ________                                                           Enrolment No.___________ 

GUJARAT TECHNOLOGICAL UNIVERSITY 
Diploma Engineering - SEMESTER–IV • EXAMINATION – SUMMER • 2014 

Subject Code: 3340902 Date: 27-05-2014        

Subject Name: Transmission and Distribution of Electrical Power 

Time: 10:30 am - 01:00 pm Total Marks: 70 
Instructions: 

1. Attempt all questions.  

2. Make suitable assumptions wherever necessary. 

3. Figures to the right indicate full marks.  

4. English version is considered to be Authentic. 

Q.1 (a)      Compare the overhead system versus under ground system for transmission of Power. 07 
 (b) Draw sketches of different types of line supports used for overhead line. 07 
    

Q.2 (a) For three Insulator connected system Derive expression for string efficiency. 07 
 (b) Derive an expression for sag of line supported between two supports of the same  the 

weight of conductor,effect of wind pressure and ice coating. 
07 

  OR  
 (b) Derive expression for voltage regulation and efficiency for short transmission line. 07 
    

Q.3 (a) State the various methods used for the analysis of the medium transmission line. 

Explain any one with equivalent circuit and vector Diagram. 
07 

 (b) A single –phase line is transmitting 1,100  KW power to a factory at 11 kv and at 

0.8p.f lagging. It has a total resistance of 2Ω and a loop reactance of 3Ω.Determine 

(1) the voltage at the sending end, (2) percentage regulation and (3) transmission 

efficiency. 

07 

  OR  
Q.3 (a) Explain the requirement of Load Dispatch center in power Grid and State the 

functions of it. 
07 

 (b) Explain various types of HVDC system.   07 
    

Q.4 (a) State the various types of FACTS Controllers and explain any one of them. 07 
 (b) State and Explain the various methods of feeding distributor. 07 
  OR  

Q. 4 (a) In a Two –wire distributor XYZ, the load current at Z is 30 A at 0.707 lagging power 

factor. Load current at Y is 20 A at 0.8 lagging power factor. Both the power factors 

are referred to their load voltages. If 230 V are required at Z, calculate  the voltage to 

be maintained at X .Loop impedance of section XY and YZ are respectively are 

0.1+j0.3Ω and 0.08 + j0.24 Ω respectively. 

07 

 (b) Explain with diagram of 220 kv/33 kv substation using double busbar system 

 
07 

    
Q.5 (a) State the Advantages and disadvantages of outdoor substation over Indoor 

substation. 
07 

 (b) Draw the cross-section view of three core belted cable and name its parts. 07 
  OR  

Q.5 (a) State the Advantages and disadvantages of underground cables over Overhead lines. 07 
 (b) Explain different methods of laying of cables. 

 
07 
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ગજુરાતી 
પ્રશ્ન. ૧ અ ઓલયહડે રાઇન ભાટે લયાતા જુદા જુદા રાઇન સોટટનુું સ્કેચ દોયો. ૦૭ 

 બ ાલય ટ્રાન્સભીટ કયલા ભાટે ઓલયહડે સીસ્ટભ વલરુધ્ધ  અન્ડય ગ્રાઉન્ડ સીસ્ટભ 
સભજલો. 

૦૭ 

    
પ્રશ્ન. ૨ અ ત્રણ ઇન્સ્યરુેટય જોડરેી સીસ્ટભ ભાટે સ્ટ્રીંગ કામટક્ષભતાનુું  સતૂ્ર તાયલો. ૦૭ 

 બ સયખા રેલરલાા સોટટ ભાટે સેગનુું સતૂ્ર લાહકનુું લજન,હલાનુું દફાણ તથા ફયપના 
થયને ધ્માન યાખીને ભેલો. 

૦૭ 

  અથવા  

 બ ળોટટ ટ્રાન્સવભળન રાઇન ભાટે લોલ્ટેજ યેગ્યરુેળન અને  કામટક્ષભતાનુું સતૂ્ર તાયલો. ૦૭ 

    
પ્રશ્ન. ૩ અ ભધ્્ભ ટ્રાન્સવભળન રાઇન ના પથૃ્થકયણ ભાટે લયાતી વલવલધ ધ્ધવતઓ જણાલો.કોઇ 

એક ધ્ધવત નુું યપોભટન્સ ઇક્લીલેરન્ટ સયકીટ તથા લેક્ટય ડામગ્રાભ ની ભદદ થી 
સભજલો 

૦૭ 

 બ એક સીંગર પેઇઝ રાઇનનો કુર પ્રવતયોધ 2Ω અને લુ યીએક્ટન્સ 3Ω છે.આ રાઇન 
પેક્ટયી ભાું 11kv  1100 kw ાલય 0.8 રેગીંગ ાલય પેક્ટય ય ડીરીલય કયે છે.તો (1) 
સેન્ડીંગ એન્ડ લોલ્ટેજ (2) લોલ્ટેજ યેગ્યરુેળન (3) ટ્રાન્સભીળન કામટદક્ષતા ળોધો.   

૦૭ 

  અથવા  

પ્રશ્ન. ૩ અ ાલય ગ્રીડ ભાું રોડ ડીસ્ેચ સેન્ટયની જરુરયમાત સભજાલો અને તેના કામો જણાલો. ૦૭ 

 બ HVDC સીસ્ટભના જુદા જુદા પ્રકાયો સભજલો. ૦૭ 

    
પ્રશ્ન. ૪ અ FACTS કન્ટ્રોરયના મખુ્મ પ્રકાયો જણાલો.કોઇણ એક લણટલો. ૦૭ 

 બ રડસ્ટ્રીબ્યટુયને પીડ કયલાની વલવલધ યીતો જણાલો અને સભજલો. ૦૭ 

  અથવા  

પ્રશ્ન. ૪ અ ફે લામય રડસ્ટ્રીબ્યટુય XYZ નો Z ાસેનો રોડ કયુંટ 0.707 રેગીંગ ાલય પેક્ટયે 30 A 
છે.Y ાસેનો રોડ કયુંટ 0.8 રેગીંગ ાલય પેક્ટયે 20 A છે.ફુંને ાલય પેક્ટય ોતાના 
રોડ લોલ્ટેજ ય યીપય કયેર છે.જો Z યના લોલ્ટેજ 230v જોઇતા હોમ તો X ય 
યખલા જોઇતા લોલ્ટેજની રકિંભત ળોધો.સેક્ળન XY નો લુ ઇમ્ીડન્સ 0.1+j0.3 Ω અને 
સેક્ળન YZ નો લુ ઇમ્ીડન્સ  0.08 + j0.24 Ω છે. 

૦૭ 

 બ ડફર ફસફાય ધ્ધવતનો ઉમોગ કયી 220 kv/33 kv  સફસ્ટેળન ની આક્રુવત સાથ ે
સભજાલો. 

૦૭ 

    
પ્રશ્ન. ૫ અ ઇન્ડોય સફસ્ટેળની સયખભણીભાું આઉટડોય સફસ્ટેળના પામદા અને ગેય પામદા 

જણાલો. 
૦૭ 

 બ થ્રી કોય ફેલ્ટેડ કેફરની આક્રુવત દોયો અને દયેક બાગના નાભ આો. ૦૭ 

  અથવા  

પ્રશ્ન. ૫ અ ઓલયહડે રાઇન વલરુધ્ધ  અન્ડયગ્રાઉન્ડ કેફર ના પામદા અને ગેય પામદા જણાલો. ૦૭ 

 બ કેફર ને ાથયલાની જુદી જુદી યીતો સભજાલો. 
 

૦૭ 
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