Seat No. Enrolment No.:

Gujarat Technological University

Diploma Engineering C to D Bridge Course Examination

Subject Code: C 325003 Date: 31- 12-2016
Subject Name: Advance Building Material
Time: 02:30 PM TO 04:00 PM Total Marks: 70

Instructions:
1. Attempt all questions.
Make suitable assumption wherever necessary.
Each question is of 1 mark.
Use of SIMPLE CALCULATOR is permissible. (Scientific/Higher Version not allowed)

English version is authentic.

g~ W

No. Question Text and Option. U#t Aa [Ascdl.
The most important constituent of varnish, is

1. A. drier B. resin
C. solvent D. All the above.
clifolal Alel Hsccloll ues B,

AW SlAR ol. et
5. alds S, GURell oLl

Mild steel is used for
A.  Structural works in beams, joints B.  Column & struts

& girders
C.  Small size water pipe D.  None of these
Hees Wl ol Guzloat
.l ol AUlul wal a§ul ol. SlAdH Val 2
5. olloll 5Eoll WR( oll WESYU s. il As uwL o8l
Ceramic products can be obtained from
3. A.  Ordinary clay B.  Lime powder
C. Kaolin D. Plastic
RRMs Geulesll
3. A A YsRell wdluidl W, Yollotll Ulasuiedl
5. sallclotuiell S, wRElsHil cotlacudi wa 8,
Roofing materials
4. A. Mangalore tiles B.  G.lIsheets
C. A.C.sheets D. Aboveall
3(5oL Hldlact
¥, A etldal o, dedalsns 2lle
5. AAlelle 5. GURell olul
In which system of heat treatment of steel , steel is cooled slowly
5. A. Quenching B.  Case hardening
C. Annealing D. Cyniding
o{lA g2ldct ¥ld éle dlede Hzellses utulQul Wlada LALUA 5 scuHl 2 B?
U, u st ol.  FuslSalol
5. alldlot 5. AAsUSSoL
5 Types of pig are
" AL White Pig B. Mottled Pig
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10.

0.

11.

Q.

12.

.

13.

3.

C. GreyPig D. All of above
Yot uteletetl ysil

u. calse Ulo . [RAder Yt

5. A ot S, GURell oluly
Steel Section
A. Teesection B.  Channel Section
C. Beam section D. All the above.
Wldoll wsDE

AW, &l AsAet W,  AotcAAs2Ual

5. ol Asalst 5. GURell oluly
The commonly used colour pigment in paints, is
A. ambers B. iron oxide

C. carbon black D. All the above.

200 HidHed A Guaal Ml dlald 3L gl

W, R ol. ARt AsAES
5. sloladt Qs S.  GURell ol
Which type of flooring used in Swimming Pool
A. Terrazzo B. Marble

C. Cement Concrete D. Linoleum

clBot yeui sal ysRell sAFaL Guailol a8,

A, AN o. Hdad

5. RN slosle 5. dlallcllan

For light and ornamental casting, the most unsuitable pig iron, is
A.  Bessemer pig B.  White or forge pig
C.  Grey or foundry pig D. Mottled pig.
colHl 6C$ Bl Yallallol st H2 Aell ay [@Aator3dl Yot auet 53 &
AW, AAR Jlat o,  cslee Ulo

5. 3 Ul 5. [Rder Jlat
Wrought iron contains carbon up to:

A. 015% B. 0.25%

C. 055% D. 0.75%

USIAAL ASHL stolet sall Yol wuad

B}, 0.4 % ol. 0.”u%

5. 0.MU¥% S.  0.94%
NARMADI is the name of

A.  Type of door movement B.  Joint in timber work
C.  Window hinge D. Roof bolt
ARHIRESIA Qof ollH B,

W ealslell AnanHER ol  CLSSLotl ASSIEISIHHI
5. olldl 5. ol ollee sl uissl
Turpentine oil is used in paints as

A.  thinner B.  Vehicle

C. Base D.  Drier

UL eUodlleSal oll GUaAlDL

V. I Yleou sdl ol. diles
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14.

.

15.

Q.

16.

1S.

17.

9.

18.

.

19.

c.

20.

8. AlUR S.  ysigadl
Cement paints usually

A.  contain hydrated lime B.  contain 5% sodium chloride
C. contain 5% to 10% colour D. All the above.
Pigments.

RAc2 USo2 AMLAIA

U, elEes Yol AHA o, Uy ASlAU SARLESS

5. Wy dl 0% Q0L 50 S.  GURell ¢ltll
Spirit varnish generally consists of
A.  QOil, wax and resin. B.  Pigment and synthetic resin.
C.  Alcohol, wax and turpentine. D.  Spirit and shellac.
AU U3le culclad

., Adc, ol A et ol  RVlacl Wal sEAH WL

5. weslald, Hlol ual e UoctleSot 5. wldle Aal cdlrell Wdouud?l
Acoustical plaster is done with

A.  Gypsum B. Mud
C. Murrum D. Wood
ASRES LetReQAeledl scuul A 8,

B, YWH ol sled

5. YU S.  CSsS
Which one of the following is used for preparing porcelain
A. Clay B.  minerals
C. feldspar D. All of these.
Rete Mlell cird olottaal M2 ol Asttmiell Aol GuADL &l B.
TR T o, e

5. $ESRUR S. L olul
Which of the following oils can be used as a vehicle for paints
A.  Poppy oil B.  Nutoil
C. Tungolil D. Any of above
ol Aell USRASAH USoz M2 As cllsol dF GUALL A B,
WU, WAH™U] Add o. o2 AUSTA

5. doldd 5. GURell olul,
Pick up the correct statement from the following
A.  The plywood do not split or B.  The plywood are light in weight

crack due to changes in
atmosphere

C.  The commercial plywood are D. All the above.

available up to 150 cm wide and
up to 300 cm long.

s(lAuiel 0o RAgat 2.

U, cAldlaR@l HL Ul 38Rl 5101 ol LAlAYS AXHl 8§ Sl B.
(ARLs uscl el

5. WSl wlags udloueg 1uo 5. GURall sl
AL wa 300 Yl AL aioll

Yol Guctou 8.
For the manufacture of stainless steel, steel is mixed with



R0.

21.

1.

22.

2.

23.

R3.

24,

RY¥.

25.

Y.

26.

RS.

27.

A.  chromium B.  tungsten

C. nickel D. none of these
REAQAY Rl Geuleat M2 Wl WA MAstulg
wu, slan W, 2oReel
5. [Asa s. il As uwL o8l
Which one of the following is not ingredient of varnish?
A. Fillers B.  Driers
C. Solvents D. Resinous material
(1A e2ldc Ul s ues allelal 12 o1ell?
AU, YR8l o, Ysagll acll
5. alds 5. Retysd wnfl
Door closer is used for
A. A.C. Rooms B.  To keep door open
C.  Terrace door D. None of above
SIR SR sl AURA B,
w. Al 3 Ol €l VCEl AWl M2
5. Ul el 5. GURell 818 o8l
Rubber floor covering is better suited for
A.  X-ray room o Radio station
C. Both-(a&,b) s Coffee shop
R0(R0ll $RYU LCRQL HIE oy Mefgct WA B,
., AU 23U B. 2AsA et
5. o (3, oll) D. sl$l 2u
Which constituent prevents formation of cracks in colour
A. Base B.  Solvent
C. Vehicle D. Driers
o{lA e2ldd 20l ol Y25l Ul 52 des 29 Hi [ARs usdl vesia 82
AW, ATH o, AcceR
5. Aldsct 5. ysal acll
The steel used in R.C.C. work is
A.  Stainless steel. B.  High carbon steel.
C. Mild steel. D.  Wrought iron.
WURALAL Hi sl ysiRej ¥l aurla B.
W RIAAU Rl ol. G slolet Wlat
5. HEes Bld 5. ARl °UsdR
Latch is the name of
A. A window type B. Bolt of adoor
C. Lock D. Wooden carving
UisSlAA Ao] ollH B.
AU, ol ysiR ol.  ecestall ollee
5. CAS 5. csstell sldRella
Which plastic can be loose its shape on absorbing moisture
A. Acrylic B.  Cellulose acetate
C.  Polystrylin D. Cellulose nitrate

oA galdct USl 53 ailiclizdls A Al 5100 AisR dHicll ad?
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9.

28.

RC.

29.

ReC.

30.

30.

31.

34.

32.

3R.

33.

U, AsAls o, AYAD AA2e

5. Wt S, ARAD ollfge

To give a brilliant finish, the type of varnish used, is

A.  water varnish B.  oil varnish

C.  spirit varnish D.  None of these.

Aosell vl M2 sAL YslRell clllelal aurid B.

. well allat ol.  ad clla

5. wldle aulla S ERVIEF|

Cast iron

A. is manufactured in required B. isremelted in a cupola furnace
Shapes.

C. maycontain2to5% ofcarbon D.  All the above.
with other impurities

sl vl HL

V. oA USRHL slottcl astA B, o, sWell gl g3l Wounauni wa
2

5. o WYARA A WA st6lat 5. GURell wll

% ol uy 2sl sla ABD.

The most durable varnish is

A.  water varnish B.  turpentine varnish

C.  spirit varnish D. oil varnish

Al 251G aullal B.

. well aulle B. 2UocltSol clllolal

5. wldle allla D. ad allla

Pick up the incorrect statement from the following

A. Plastics are chemical resistant B.  Plastics are ductile

C.  Plastics are durable D. Plastics are excellent electric
Insulators.

o(lAuiel vilel RAgat L.

AW s pAu2AQs uldAus ol. RS oM sl B.

5. wWllRs Hwod sl B, 5. wllRes ARl [QYdaes B.

Pick up correct statement from the following
A.  Fibre boards are used for thermal B.  Fibre boards are easy to cut.
And acoustic control.

C.  Fibre boards are used for light D.  All the above.
Weight standing members.

s(lAuiel 0 RAgat 2.

W slRACR Gl Ad W AsREls ol ARadl Ul stdl asia B.
(il 52 B.

5. dgol Hi &tsl wal wAdl &l 5. GURell vl

oA d3F duRle B.

A volatile substance added to a paint to make its application easy and smooth, is
known as

A. base B. vehicle

C. solvent D. None to these.
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33.

34.

3%.

35.

34.

36.

36.

37.

390.

38.

3¢.

39.

3¢.

40.

0L o ULl wal Al elotlalall HI2 291 Hi GRRAUMHL Ml As ueled

A, BUR o, dléel
5. alds s. el As uel o8l
German silver is an alloy of
A.  zinc, lead and nickel B.  copper, nickel and zinc
C. silver, gold and lead D. copper, brass and zinc
el RcaR ofl Mg
W wUd, Y va [Asc . digf, Ase Wl U
5. AUEl Ao AUA AS 5. digf, A wua Als
Putty is
A.  made with finely powdered B. softened by a solution of pearl ash and
Chalk and linseed oil. Quick-lime soaked in water.
C.  Used for fixing glass panes. D. All the above.
ydl A
W, AS UWAsR Al Wnlle] Act ol WRMHL udl RAu wal sl Yol
o A8
5. SlA sAslal Axsal S.  GURell ol
Bitumen in
A. Solid state is called asphalt B.  Fluid state is called petroleum
C.  Semi fluid state, is called D. All of the above
mineral
SR A
W, ol AAZUSIHR ol yall 3u Va(AauH sdalal
5. wd yalél 3y volly AR 5. GURell tlulal sdclHi M B.
Stainless steel resists corrosion due to
A.  chromium B.  sulphur
C. vanadium D. Carbon
AU ¥ld
A, slRan W UK
5. Aalan s.  slolet
Varnish is a transparent or semi-transparent solution of resinous substances in
A. alcohol B.  turpentine
C. linseed D. All the above.
cllelal 1l wRedls uaal UL wReds 2UYsct ueld
W, Alesee o 2Uocllal
5. AU of Acd 5. GURall sl
Cork flooring is used for
A. Kitchen B.  Bathroom
C. Bed-room D. Otto
slssAlRol sl Gullol e 8.
A, A ol.  ollAU3H
5. AAsUs s. lecl
The commonly used thinner in oil paints, is
A. naphtha B.  Dboth (a) and (c)
C.  turpentine D. neither (a) nor (b)

Bl UHRAIA AEt 200 Ul cetlelall 12 Guallal ald .
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¥0.

41.

¥q.

42.

¥R.

43.

¥3.

44,

¥¥.

45.

¥U.

46.

¥S.

47.

¥O.

48.

A, AUl ol.  (A) wa ()

5. 2UocllESot s, As ugl o8l
In paints, the pigment is responsible for
A.  durability B.  smoothness
C. colour D. glassy face
RONML WIscl HIE HAGER 8.
. eslBuy ol U0l
5. 0L 5. AHsdl wudl
Terracotta is used in buildings for
A. Storage B. Insulation
C.  Ornamental works D. Sanitary goods
2RASLAL oll GUAL SHIRA HI sl U B
A S sl ol BeJAUst
5. Yoot s s, Aaedl AR
PVC stands for
A.  plastic very compact B.  polythene vinyl carbon
C.  polythene vinyl chloride D. Polythene vanadium carbide.
Ul Aeaq
WU, Yol % Ut LARRS . Wdlelet Qo stolat
5. Wdlellet Qotsa sARIESS 5. Wdlellet Aaslan stuiess
Density of steel
A. 7850 Kg/m? B. 7750 Kg/m?
C. 8750 Kg/m? D. 7680 Kg/m?
Wld ofl dotdll
A, 9cvo sl o, 99uo Sl
5. ¢ouo s/l 5. 9s¢o sl i
Defect in steel
A. Cavity B.  Segregation
C. Allof above D. Red Shortness
Bl ofl wilzA
w. 3cldl ol. (Qaeget
5. GURall wuly SN\ R R
Which one of the following materials is not considered useful for damp proofing?
A.  Wood B.  Metal sheet
C. Cement Concrete D. Lime concrete
1A galdct WSl 565 WHIA A%YPrclcll 12 Gu( «1efl.
IENCIEN ol Udg
5. RN sllde 5. Yolloll s\(c3e
Galvanising means covering iron with a thin coat of
A. Tin B. Glaze
C. Zink D. Coaltar
Aol Ml AVS BUR sAL ULROUUS of MUCR0QL SRAUHT A B
W, dlat o. A%
5. fls 5. slddl 2R

For sanitary pipes and chemical stoneware
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¥C.

49.

¥C.

50.

vo.

51.

uq.

52.

uR.

53.

u3.

54.

uy.

55.

A.  Salt glazing is used. B.  Opaque glazing is used.

C. Lead glazing is used. D. None of these.
Az WU ua AURARS HEloll cUrBHIR
A, Hl§2jsc aAdloL o,  AuReds aQAlaL
5. cls aQoflaL s. GuRHiel AWs uwl olel aura 8.
Oil varnish generally consists of
A.  Synthetic resin and spirit. B.  Resin, oil and turpentine.
C. oil, wax and resin D.  Spirit, oil and wax.
Adt allelat Hi AHeA A 2ol A AA B.
W 5O AA W LML ol.  Alet, AA A 2UoclleSot
5. ad, Hlol wal 24let s.  wWldle, Adt ua Hla
For melting one tonne of cast iron
A. 700 m? air is required B. 20 kg limestone is required
C. one quintal coke is required D. All the above.
As 2ot st o Yoinal 1
A, V00 (BA gal ol s3Rald ol. R0 BA cleH Kot ol 3R
5. 1 (3ceed 8ls ol w3 S.  GURell ol
Which one of following sentences is incorrect
A. Plastic is light in weight B.  Plastic is good conductor of electricity
C. Plastic can be made availablein  D.  Plastic can be given any shape
any colour
{lA goldct clusl USl W@ csel el
W, WARElS aoset Ml scs B. ol. WAREls 5lE5 Ul 201 Hi Al asta 8.
5. wll@ls (Ayde] css . 5. WAlREls S8 ugl sk 1l Aadl asia
% of carbon in high carbon steel is
A. 0.25% B. 0.25%100.70 %
C. 0.70% to 1.50 % D. 1.50% to2.25%
8le stolal Bl Ul slolatall 251
U, 0.”U¥ . 0.2u % dl 0.90%
5. 0.90 % Ul LU0 % S. U0 dl .U %
The commonly used drying oil for oil paints, is
A. olive oil B.  None to these.
C. linseed oil D. lead
AHAIA At AR Ysarll At
. Adla ad ol, v As uaL A8l
5. AU o Acd 5. as
Stucco plaster is done on
A. Outside B. Inside
C. Both(a) & (b) D. Neither (a) & (b)
RS LR sl sRaHl A B,
. ER ol oalR
5. Olal (A) Aal (W) s. el As uel o8l
The variety of pig iron used for the manufacture of steel by Bessemer process, is
A. Bessemer pig B.  White forge pig
C. Greypig D. Mottled pig.

AAHY(5AL glRIRElA Gaulgst M2 GUuL Hi Aald UloL utiel
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wu.

56.

us.

S7.

9.

58.

uc.

59.

ue.

60.

SO.

61.

SAq.

62.

SR.

., AAHR Awls ol.

s, ) Cluis S.
Asbestos is
A.  corrugated sheet used for roofing B.
C. anincombustible fire proof D.
Material.
AU A
w.  sAdAesAle vluU oletlaal W2 ol
5. A HEEUA AUORUS UHIYB. S.
Murrum is Mainly used for
A. Foundation work B.
C.  Top dressing roads D.
YU YuAd
U, $lGodaol SIH HIR ol.
5. Rl GUR WeRdl S.
A roof is slopping in four direction is called
A.  Sloping roof B.
C.  Hiproof D.
As 9 AR (BHl andl A Al Aal
. alnaofl vd ol
5. [@uvd S.

Stainless steel contains
A.  18% of chromium and 8% nickel B.

colefe AUS
RdelR Avis

a bad insulator for sound and heat
All the above.

WA Wl ARH HIZ RO AlsS
GURell ¢l

Finish coats of plaster
None of above

$lSocd sl
GURall 88 o8l

Gable roof
Shed roof

WA 9t
9d AS

12% of chromium and 36% of nickel
36% of chromium and 12% of nickel.

slRaAH 1% wal 35 % [AsA
SlRAH 35% wal 1R % [AsA

columns and structure
None to these.

SlAH Uoal RSAUR
vl As uel o8l

Grey Pig
Bessemer pig

3 Ulat
AuAR ot

to protect them from corrosive action.

C. 8% of chromium and 18% of D.
nickel

RAU BlAd Hi

U, SRAH 1y U ¢ ¥ BsA ol

5. SlRAU ¢x wA ¢ ¥ [se s.
Wrought iron is used for
A.  structural works in beams B.

C. small sized water pipes D.

USSR Aluls ol Guallal

W ollHetl WL {2 ol

5. olloll s€atl WRlletl wesy S.

The variety of pig iron used for manufacture of wrought iron
A.  White Pig B.

C. Mottled Pig D.

sl YsRell ASHIY USIAA ALS oletlacltHi wA B
w.  cslese Ulot ol.

5. [Rder ot s.

Glazing of clay products, is done
A. toimprove their appearance. B.

C.  to protect them from D.

Atmospheric effect.

Hloll crd UR oAfloL seuMi A B s1R0L%
V. AHell Eulal YulRal Hie a8

All the above.

ASL UA Asal HL
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63.

S3.

64.

S¥.

65.

SY.

66.

S6S.

67.

SO.

68.

SC.

69.

5. cldlaRel ofl WAR UR 8L S, GURall ¢l
Acoustic plaster is also known as

A.  Fibrous plaster B. Mala plaster
C.  Stucco plaster D. None to these.
ASIRELS LAl A Al Ild vl o &
U, SLRAKR e ol HIAL wHeR
5. ®H wreR s. vl As uel o8l
Acrylic sheets
A. possess 10 to 17 times greater B. are available in various shapes

breakage resistance than that of
glass of equivalent thickness

C. are generally unaffected by most D.  All the above.
Household detergents.

Ascls elle A

W, Aol AUS&L sLA ssleS AR o, (AU wsRAH Bucsu B.
10 ¢l 19 2wl dege uldsR
Alsal wRlA B.

5. A A W2l Lol UMl 5. GURell wul
sUSL tlcllotl Was ofl AR

acl otell.

Which method is suitable for getting long articles of steel
A. Forging B.  Pressing

C.  Metallic power technologies D.  Extrusion
Bld ol elollotl slottaall Hizell 58 ugldell undL ciott elatzl Ancl ausia?
A Aol o, Q(lat

5. Aelds WaR 25AA S, Asaet
Which type of glass is suitable for air conditioned room
A.  Obscured glass B.  Ultraviolet glass
C.  Structure glass D. Formed glass
clcllofs(@ct vis Hi GUAL sall HIZ 20 1L 2001 dLRUA?

., AorsAS ol  veldlAA:

5. WSARWS s. 8

The base material for distemper, is
A. Chalk B. lime putty

C. lime D. Cement wash.
SlRRIUR MR ARet Wl B,

W US W, Yol ugl

5. Yol 5. RAee Aa

Fibre board can be
A.  Distemper B.  Distemper & Painted
C. Painted D.  Used for furniture
glfeR ol GUR

W SRR o SRR ua 221
5. 201 5. so{lAR M2
Which colour should be used for painting electrical pole
A. Bronze B. Casein
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C. Asbhestos D. Aluminium
SAEAS UGAL A 29lcll HIZ s 0L UHE 5 K\ SA?

se.  w ol . 3lat
5. A0l 5. ARHlellan
Melting point of cast iron is about

70. A. 1150°C B. 1250°C
C. 1000°C D. 1500°C
HRcAR Avise] Ulolctat (g el

90. . U0° A ol U0° A
5. 1000° . S. UO0° .

*khkhkhkhkhkhkkkhkkk
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